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Subject to technical alterations.

For machine grooves. 
Can also be used as parallel washers. 
Plain parallel in height, fine-ground, in pairs. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height ISO 2768m. 
Rated dimensional tolerance in width h7. 
Remaining dimensions to DIN ISO 2768m.

Parallel stops in pairs
No. 6350

Application:
The parallel stops are intended primarily for small to medium-sized machines. Their thickness 
is matched to the machine groove with a tolerance of H8. A pair of these stops is inserted into a 
machine groove, allowing the workpieces to be quickly positioned parallel to the table.

case hardened and ground. The short version, ground to ±0.01 
mm tolerance in height can be used as support.

Cylindrical stop
No. 6328

On request:
Further sizes available.

Stops

CAD

CAD

only for small sizes

Order 
 no.

B H L Weight

[g]

74260 8 25 100 315
74278 10 32 100 500
74286 12 40 100 750
74294 14 50 100 1100
74302 16 50 160 2000
74310 18 63 160 2850
74328 20 63 160 3170
74336 22 80 160 4400
74344 24 80 160 4800
74351 28 100 160 7000

Order 
 no.

Slot A h6 B -0.6 D ±0.01 H1 
 ±0.01 
 short

H1 
 ±0.2 
 long

H2 H3 Screw 
 ISO 4762 

Weight

[g]

75150 12 0-0,011 12 20 15 - 8 6 M6x25 55
75192 12 0-0,011 12 20 - 25 8 6 M6x35 80
75200 14 0-0,011 14 32 25 - 9 8 M8x35 200
75218 14 0-0,011 14 32 - 50 9 8 M8x60 355
75168 16 0-0,011 16 32 25 - 10 8 M8x45 220
75176 16 0-0,011 16 32 - 50 10 8 M8x70 375
75226 18 0-0,011 18 40 25 - 15 10 M10x50 360
75234 18 0-0,011 18 40 - 50 15 10 M10x75 600
75242 22 0-0,013 20 40 25 - 15 14 M10x55 410
75259 22 0-0,013 20 40 - 50 15 14 M10x80 650
75267 28 0-0,013 22 46 25 - 20 16 M12x60 630
75275 28 0-0,013 22 46 - 50 20 16 M12x90 950


