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Subject to technical alterations.

(without clamping stud) 
Painted tempered steel.

Cranked clamp with 
adjusting support screw

No. 6316V

*depending on depth of slot to DIN 650 and position of fixture nut. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

Clamps

*depending on depth of slot to DIN 650 and position of fixture nut. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

with DIN 787, DIN 6340, DIN 6330B. 
Painted tempered steel.

Cranked clamp with 
adjusting support screw, complete

No. 6316V

CAD

CAD

Order 
 no.

for clamping screw H* sim. 
 DIN6316 

 B1 x L

D x LS A B2 E1 E2 Weight

[g]

71183 M10 22-51 11x100 M10x39 15 30 36,0 32 344
71209 M12 28-65 14x125 M12x49 20 40 44,0 40 761
71225 M16 36-75 18x160 M16x55 25 50 51,5 50 1516
71217 M20 43-92 22x200 M20x69 30 60 59,0 70 2669
71266 M24 52-115 26x200 M24x87 35 70 76,5 60 3810

Order 
 no.

Slot with clamping bolt H* sim. 
 DIN6316 

 B1 x L

D x LS A B2 E1 E2 Weight

[g]

71274 10 M10x10x80 22-46 11x100 M10x39 15 30 36,0 32 440
71282 12 M12x12x100 28-58 14x125 M12x49 20 40 44,0 40 906
71290 14 M12x14x100 28-56 14x125 M12x49 20 40 44,0 40 926
71308 16 M16x16x125 36-71 18x160 M16x55 25 50 51,5 50 1859
71316 18 M16x18x125 36-69 18x160 M16x55 25 50 51,5 50 1875
71332 20 M20x20x160 43-92 22x200 M20x69 30 60 59,0 70 3322
71324 22 M20x22x160 43-92 22x200 M20x69 30 60 59,0 70 3352


