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Subject to technical alterations.

(without clamping stud) 
Painted tempered steel.

Stepped clamp with 
adjusting support screw

No. 6315V

*depending on depth of slot to DIN 650 and position of fixture nut. 
To clamp thin parts, turn the clamp over. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

with DIN 787, DIN 6340, DIN 6330B. 
Painted tempered steel.

Stepped clamp with 
adjusting support screw, complete

No. 6315V

*depending on depth of slot to DIN 650 and position of fixture nut. 
To clamp thin parts, turn the clamp over. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

Recommendations

No. 6342, 
page 95

Clamps

CAD

CAD

Order 
 no.

for clamping screw H* sim. 
 DIN 6315B 

 B1 x L

D x LS A B2 E2 Weight

[g]

71167 M10 8-47 11x100 M10x39 20 30 70 330
71175 M12 10-59 14x125 M12x49 25 40 90 700
71191 M16 13-67 18x160 M16x55 30 50 110 1300
71258 M20 16-85 22x200 M20x69 40 60 135 2600

Order 
 no.

Slot with clamping bolt H* sim. 
 DIN 6315B 

 B1 x L

D x LS A B2 E2 Weight

[g]

73189 10 M10x10x 80 8-37 11x100 M10x39 20 30 70 403
73197 12 M12x12x100 10-48 14x125 M12x49 25 40 90 920
73205 14 M12x14x100 10-45 14x125 M12x49 25 40 90 940
73247 16 M16x16x125 13-58 18x160 M16x55 30 50 110 1860
73254 18 M16x18x125 13-56 18x160 M16x55 30 50 110 1880
73262 20 M20x20x160 16-77 22x200 M20x69 40 60 135 3610
73288 22 M20x22x160 16-75 22x200 M20x69 40 60 135 3650


