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Subject to technical alterations.

Special cast iron, screw and bushing 8.8.
Step clamp
No. 7000

Application:
Clamping unit for quick application. The spiral serration allows fast adjusting to any work height up to 
320 mm. Low space requirement on machine table due to compact design.

Clamps

Recommendations
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CAD

Order 
 no.

Size Slot B C H L S Weight

[g]

74708 12-0 12 34 14 0- 45 140 0,75 700
74716 12-1 12 34 14 15- 45 110 0,75 600
74724 12-2 12 34 15 30- 75 112 1,25 800
74732 12-3 12 34 16 60-135 112 2,50 1200
74740 12-4 12 34 18 120-195 112 2,50 1700
74757 12-5 12 34 19 180-255 112 2,50 2200
74765 14-0 14 34 14 0- 45 140 0,75 700
74773 14-1 14 34 14 15- 45 112 0,75 600
74781 14-2 14 34 15 30- 75 112 1,25 800
74799 14-3 14 34 16 60-135 112 2,50 1200
74807 14-4 14 34 18 120-195 112 2,50 1700
74815 14-5 14 34 19 180-255 112 2,50 2200
74823 16-0 16 50 20 0- 70 160 1,25 1900
74831 16-1 16 50 20 25- 70 125 1,25 1700
74849 16-2 16 50 21 50-120 125 2,50 2500
74856 16-3 16 50 21 100-220 125 3,75 3540
74864 16-4 16 50 24 200-320 125 3,75 4900
74989 18-0 18 50 20 0- 70 160 1,25 1870
74997 18-1 18 50 20 25- 70 125 1,25 1670
75002 18-2 18 50 21 50-120 125 2,50 2500
75010 18-3 18 50 21 100-220 125 3,75 3580
75028 18-4 18 50 24 200-320 125 3,75 4750


