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Subject to technical alterations.

(serrated jacks). Step increments: 5.2 mm. Malleable casting, 
varnished. Base mill finished.

Serrated heel block
No. 6510

with spiral gearing. Tempering steel, varnished.

Support blocks for continuous adjustment, 
combination

DIN 6326

with spiral gearing. Tempering steel, varnished.

Support blocks for continuous adjustment, 
single

DIN 6326

Step block

CAD

CAD

CAD

Order 
 no.

Size H min. H max. A B Clamping force

[kN]

Weight

[g]

73379 2 111 147 50 50 40 1225
73387 3 155 223 60 60 60 2607
73395 4 220 340 80 80 90 6028

Order 
 no.

Combination H min. H max. Lower part H1 Upper part H2 Weight

[g]

71969 AK 25 45 A 42 K 24 1050
71977 AG 45 65 A 42 G 44 1350
71985 BK 65 85 B 82 K 24 2500
71993 BG 85 105 B 82 G 44 2800
72009 CK 105 125 C 122 K 24 4000
72017 CG 125 145 C 122 G 44 4300
72025 AKG 25 65 A 42 K / G 24 / 44 1550
72033 BKG 65 105 B 82 K / G 24 / 44 3000
72041 CKG 105 145 C 122 K / G 24 / 44 4500

Order 
 no.

Single parts H1 H2 Weight

[g]

72090 A 42 - 850
72108 B 82 - 2300
72116 C 122 - 3800
72124 K - 24 200
72132 G - 44 500


