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Subject to technical alterations.

Centring hole dia. 12 mm. Spindle: Tempering steel, blued, 
Trapezoidal thread, self-locking with end stopbody. Base: 
Aluminium 400 N/mm2 tensile strength.

Aluminium screw jack
No. 6401

Note:
Safegards machine tables against damage (swarf do not penetrate into table face but into alu-base). 
Useful for all machine tool tables, surface plates and plane tables with precision faces. For larger 
clamping heights use centering pad no. 6442 and screw jacks no. 6400. Suitable pads are no. 6440, 
6441, 6442, 6443/14 and 6445. Suitable base is no. 6442. 
Do not adjust screw jack under load!

Centring hole dia. 12 mm. Spindle: Tempering steel, blued. 
Trapezoidal thread, self-locking with end stopbody. Base: 
Aluminium 400 N/mm2 tensile strength.

Aluminium screw jack  
with magnetic base

No. 6405

Note:
AMF-magnetic screw jacks are designed for horizontal and vertical applications. The permanent 
magnet ensures a lasting and precise positioning of workpiece on vertical faces. For larger clamping 
heights use centring pad no. 6442 and screw jacks no. 6400. Suitable pads are no. 6440, 6441, 6442, 
6443/14 and 6445. 
Do not adjust screw jack under load!

aluminium screw jack

Recommendations

No. 6442, 
page 56

No. 6440, 
page 56
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Order 
 no.

Size H min. H max. TR D1 D2 F max.

[kN]

Weight

[g]

75770 52 42 52 30x4 50 50 30 370
75788 70 50 70 30x4 50 50 30 430
75796 100 70 100 30x4 50 50 30 600

Order 
 no.

Size H min. H max. TR D1 D2 F max.

[kN]

Weight

[g]

75804 62 52 62 30x4 50 50 30 380
75812 80 60 80 30x4 50 50 30 550
75820 110 80 110 30x4 50 50 30 710


