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Subject to technical alterations.

Scraper ring protects screw jack spindle against chips. Centring 
hole dia. 12 mm. Spindle tempering steel, blued. Trapezoidal 
thread, self-locking with end stopbody. 
Composed of: 
- screw jack 
- Alu-base (size 10) or magnetic base (size 20).

Aluminium screw jack 
with swarf protection

No. 6406

* ensured to max. 350 mm total height, danger of buckling for larger figures!

Note:
Suitable pads are no. 6440, 6441 and 6445. 
Do not adjust screw jack under load!

for additional height increase.
Alu-intermediate ring
No. 6406A

for screw jacks.
Magnetic base
No. 6406M

Aluminium screw jack

Recommendations

No. 6440, 
page 56

No. 6441, 
page 56

CAD

CAD

CAD

For screw jacks
Aluminium base
No. 6406AF

NEW!

Order 
 no.

Size H min. H max. TR D1 D2 D3 F max.

[kN]

Weight

[g]

72850 10 75 88 30x4 50 50 50 30* 630
72868 20 75 88 30x4 50 50 55 30* 720

Order 
 no.

Size H D1 Weight

[g]

72876 12 12,5 50 38
72884 25 25,0 50 76
72926 50 50,0 50 165

Order 
 no.

H D1 Weight

[g]

72157 10 55 210

Order 
 no.

H D1 Weight

[g]

557186 10 50 60


