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Subject to technical alterations.

Centring hole dia. 12 mm. Spindle complete: tempering steel 
with trapezoidal thread. Spindle head blued. Housing: cast iron, 
varnished.

Atlas screw jack with counter nut
No. 6430S

Note:
When using clamps DIN 6315B, 6315C and no. 6315GN with slot-sizes above 26 mm we recommend 
the use of locating pad no. 6443 for safety. Suitable pads are no. 6440, 6441, 6442, 6443 and 6445. 
Do not adjust screw jack under load!

with brass locking screw. Centring hole dia. 12 mm. Spindle 
complete: tempering steel with trapezoidal thread. Spindle head 
blued. Housing: tempering steel, varnished.

Heavy screw jack
No. 6435S

Note:
When using clamps DIN 6315B, 6315C and no. 6315GN with slot-sizes above 26 mm we recommend 
the use of locating pad no. 6443 for safety. Suitable pads are no. 6440, 6441, 6442, 6443 and 6445. 
Do not adjust screw jack under load!

atlas screw jack with counter nut
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Locking screw

Order 
 no.

Size H min. H max. TR B1 B2 L SW F max.

[kN]

Weight

[Kg]

72553 140 100 140 30x6 18 75 110 46 60 1,8
72561 200 140 200 30x6 18 75 110 46 60 2,2
72579 320 200 320 30x6 22 90 160 46 40 3,8
72587 550 320 550 30x6 22 90 160 46 25 4,9

Order 
 no.

Size H min. H max. TR B1 B2 L SW F max.

[kN]

Weight

[Kg]

72637 300 200 300 40x7 26 190 220 65 80 8,0
72645 460 290 470 40x7 26 190 220 65 60 12,0
72652 750 430 750 40x7 26 190 220 65 50 12,6
72660 1250 710 1250 40x7 26 190 220 65 40 16,5


