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Subject to technical alterations.

Forged, T-slot guid-faces milled, rolled thread, AMF-symbol and 
strength class punched into head. M 6-M12 tempered to strength 
class 10.9, M14-M42 tempered to strength class  8.8

Bolts for T-slots
DIN 787

(  ) DIN extended.

bolts for t-slots

CAD

Order 
 no.

D x Slot x L A B E K Packaging 
Unit 

Weight

[g]

80671 M24x28x250 27,7 150 44 18 - 1120
84087 M24x28x315 27,7 190 44 18 - 1350
80689 M24x28x400 27,7 240 44 18 - 1490
87643 (M27x32x160) 31,6 100 50 20 - 1168
87783 (M27x32x200) 31,6 135 50 20 - 1345
87809 (M27x32x315) 31,6 200 50 20 - 1828
80697 M30x36x125 35,6 80 54 22 - 1250
85720 M30x36x160 35,6 110 54 22 - 1440
80705 M30x36x200 35,6 135 54 22 - 1630
85738 M30x36x250 35,6 150 54 22 - 1920
80713 M30x36x315 35,6 200 54 22 - 2100
80721 M30x36x500 35,6 300 54 22 - 3300
80739 M36x42x160 41,6 100 65 26 - 2200
80747 M36x42x250 41,6 175 65 26 - 2820
80754 M36x42x400 41,6 250 65 26 - 3930
80762 M36x42x600 41,6 340 65 26 - 5480
84145 M42x48x160 47,6 100 75 30 - 3400
84152 M42x48x250 47,6 175 75 30 - 4300
84160 M42x48x400 47,6 250 75 30 - 5800


