
ANDREAS MAIER GmbH & Co. KG  ∙  Phone: +49 711 5766-0  ∙  Web: www.amf.de� Standard Clamping Elements 77

Subject to technical alterations.

Rolled thread. M 6-M12 tempered to strength class 10.9, 
M14-M42 tempered to strength class  8.8. 

Studs
DIN 6379

Studs

(  ) DIN extended.

CAD

Order 
 no.

D x L B1 B2 Packaging 
Unit 

Weight

[g]

81695 (M27x125) 39 56 - 485
81703 (M27x200) 39 122 - 770
81711 (M27x315) 39 200 - 1110
86587 (M27x400) 39 250 - 1535
81729 (M27x500) 39 315 - 1930
85068 M30x125 43 56 - 590
81612 (M30x200) 43 122 - 950
81620 M30x315 43 200 - 1490
81638 M30x500 43 315 - 2360
81646 (M30x700) 43 400 - 3300
81661 (M30x1000) 43 400 - 4700
85076 M36x160 51 80 - 1100
81653 (M36x200) 51 122 - 1340
85084 M36x250 51 160 - 1710
85555 (M36x315) 51 200 - 2150
85092 M36x400 51 250 - 2700
81679 (M36x500) 51 315 - 3450
81687 (M36x700) 51 400 - 4750
85589 (M42x315) 59 200 - 2950
85597 (M42x400) 59 250 - 3750
85530 (M42x500) 59 315 - 4690


