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Subject to technical alterations.

rolled thread. Tempered to strength class 12.9.
Studs (12.9)
DIN 6379

Studs

rolled thread. Tempered to strength class 12.9.

Threaded pins (12.9) with 
hexagon socket

No. 6379I

Application:
The threaded pin also has a hexagon socket. Through this, fast release or clamping is possible. Use 
in all areas of cutting and non-cutting processing.

Advantage:
- Variable and fast adjustment possibility at a distance from the workpiece 
- Especially suitable for use on injection moulding machines and presses

Note:
The nuts DIN 6330B, strength class 10 and washers DIN 6340 must be used in combination with this 
threaded pin.

* Tensile strength class 10.9.

(  ) DIN extended.

Recommendations

DIN 6331, 
page 84

DIN 6340, 
page 89

DIN 508, 
page 80

CAD

CAD

Recommendations

ISO 2936C

Order 
 no.

D x L B1 B2 Packaging 
Unit 

Weight

[g]

82123 (M12x 80) 15 50 50 55
89193 (M12x100) 15 63 25 70
89250 (M12x125) 15 75 25 90
89276 (M12x160) 15 100 25 113
82180 (M16x 80) 19 50 25 105
82263 (M16x100) 19 63 25 130
85571 (M16x125) 19 75 25 160
87734 (M16x160) 19 100 25 218
87759 (M16x200) 19 122 - 280
87791 (M16x250) 19 160 - 325
87668 (M20x125) 27 70 - 255
87684 (M20x160) 27 100 - 330
87700 (M20x200) 27 122 - 410
87742 (M20x250) 27 160 - 510
87833 (M20x315) 27 200 - 640
87692 (M20x500) 27 315 - 1020
88286 (M24x160) 35 100 - 470
88930 (M24x200) 35 122 50 580
89094 (M24x250) 35 160 - 730
89136 (M24x315) 35 200 - 920
89151 (M24x400) 35 250 - 1160
89177 (M24x500) 35 315 - 1460

Order 
 no.

D x L B1 B2 L1 SW Weight

[g]

381954 M12x100 * 15 63 4 4 82
381913 M12x125 * 15 75 4 4 90
381970 M12x160 * 15 100 4 4 130
381996 M16x125 19 75 4 4 161
381939 M16x160 19 100 4 4 207
382010 M16x200 19 122 4 4 259
382028 M20x160 27 100 5 5 321
382036 M20x200 27 122 5 5 410
382044 M20x250 27 160 5 5 577
382051 M24x200 35 122 5 5 670
382069 M24x250 35 160 5 5 835


