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Subject to technical alterations.

Tempered, for tensile strength classes see adjoining table. Lower 
load capacities compared with com  parable sizes of DIN 508 
due to reduced bearing surface in the T-slots.

Nuts for T-slots „Rhombus“
No. 510

Tempering steel 0.35-0.45 % C.
Blanks for T-nuts
No. 508R

Note:
Heat treatment for achieving strength class 10 according to 22-32HRC. Harden: 880°C for 45 
minutes, quench in oil at 75°C. Temper: 550°C for 2 hours. This blank can be used to economically 
produce „Nuts for T-slots“ with customised thread.

nuts for t-slots (t-nuts)

Recommendations

DIN 6379, 
page 76

DIN 6331, 
page 84

DIN 6340, 
page 89

Recommendations

DIN 6379, 
page 76

DIN 6331, 
page 84

DIN 6340, 
page 89

CAD

CAD

Order 
 no.

D x Slot Strength class A E H K Packaging 
Unit 

Weight

[g]

85993 M 6x8 8 7,6 13 10 5,8 50 7
87411 M 8x10 8 9,7 15 12 6 50 11
80259 M10x12 8 11,7 18 14 7 50 14

158220 M10x14 8 13,7 22 16 8 50 27
158238 M10x18 8 17,7 28 20 10 25 64
80267 M12x14 8 13,7 22 16 8 50 22
80275 M14x16 6 15,7 25 18 9 25 33
80283 M16x18 6 17,7 28 20 10 25 46
80341 M16x20 8 19,7 32 24 12 25 79

158246 M16x22 8 21,7 35 28 14 25 119
158253 M16x28 8 27,7 44 36 18 - 278
80291 M18x20 6 19,7 32 24 12 25 70
80309 M20x22 6 21,7 35 28 14 25 98
88153 M20x24 6 23,7 40 32 16 - 170
84731 M20x28 8 27,7 44 36 18 - 248
80317 M24x28 6 27,7 44 36 18 - 215
80325 M30x36 6 35,6 54 44 22 - 430
80333 M36x42 6 41,6 65 52 26 - 690

Order 
 no.

Slot A E H K Packaging 
Unit 

Weight

[g]

84509 6 5,7 10 8 4 25 4
84517 8 7,7 13 10 6 25 10
84525 10 9,7 15 12 6 50 16
84533 12 11,7 18 14 7 50 27
84541 14 13,7 22 16 8 50 50
84558 16 15,7 25 18 9 25 70
84566 18 17,7 28 20 10 25 95
84574 20 19,7 32 24 12 25 150
84582 22 21,7 35 28 14 25 210
84590 24 23,7 40 32 16 10 300
84608 28 27,7 44 36 18 - 430
84483 32 31,7 50 40 20 - 630
84632 36 35,6 54 44 22 - 800
84491 42 41,6 65 52 26 - 1400
84616 48 47,6 75 60 30 - 2100
84624 54 53,6 85 70 34 - 3150


