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Subject to technical alterations.

Case hardened.
Spherical seat washer
DIN 6319C

Case hardened. Designed for screw solidity in compliance with 
8.8. Limited for use on flat closed ring areas (not allowed for 
elongated holes, we recommend DIN 6319G for these).

Dished washer
DIN 6319D

* max. transmittable static screw force.

made of C45. Designed for screw solidity in compliance with 
12.9. Limited for use on flat closed ring areas (not allowed for 
elongated holes, we recommend DIN 6319G for these).

Dished washer
No. 6319D

* max. transmittable static screw force.

Washer

Recommendations

DIN 6330B, 
page 83

Recommendations

DIN 6330B, 
page 83

CAD

CAD

CAD

Order 
 no.

Size D1 D3 H2 R Packaging 
Unit 

Weight

[g]

81828 M6 6,4 12 2,3 9 100 1,0
81737 M8 8,4 17 3,2 12 100 2,5
81745 M10 10,5 21 4,0 15 100 5,0
81752 M12 13 24 4,6 17 100 7,0
81760 M14 15 28 5,0 22 50 10
81778 M16 17 30 5,3 22 100 12
81786 M20 21 36 6,3 27 50 23
81794 M24 25 44 8,2 32 25 42
81802 M30 31 56 11,2 41 - 87
81810 M36 37 68 14,0 50 - 184
81836 M42 43 78 17,0 58 - 297
81844 M48 50 92 21,0 67 - 525

Order 
 no.

Size max.*

[kN]

D2 D4 H3 Packaging 
Unit 

Weight

[g]

81950 M6 9 7,1 12 2,8 100 1,5
81869 M8 17 9,6 17 3,5 100 4,0
81877 M10 26 12,0 21 4,2 100 6,5
81885 M12 38 14,2 24 5,0 100 10
81893 M14 53 16,5 28 5,6 50 18
81901 M16 73 19,0 30 6,2 50 19
81919 M20 117 23,2 36 7,5 25 32
81927 M24 168 28,0 44 9,5 25 63
81935 M30 269 35,0 56 12 - 133
81943 M36 394 42,0 68 15 - 236
81968 M42 542 49,0 78 18 - 365
81976 M48 714 56,0 92 22 - 641

Order 
 no.

Size max.*

[kN]

D2 D4 H3 Packaging 
Unit 

Weight

[g]

87171 M12 65 14,2 24 5,0 100 10
87197 M16 125 19,0 30 6,2 50 19
87239 M20 196 23,2 36 7,5 25 32
87254 M24 281 28,0 44 9,5 25 63


