
ANDREAS MAIER GmbH & Co. KG  ∙  Phone: +49 711 5766-0  ∙  Web: www.amf.de� Standard Clamping Elements 89

Subject to technical alterations.

tempered. Due to large dia and thickness more suitable to match 
slotted clamps.

Dished washer
DIN 6319G

tempered (350 + 80 HV30)
Washer
DIN 6340

Washer

Recommendations

DIN 6330B, 
page 83

DIN 6319C, 
page 88

Recommendations

DIN 6379, 
page 76

CAD

CAD

(   ) DIN extended 
* different from DIN.

(   ) DIN extended.

DIN 787, 
page 70

Order 
 no.

Size D2 D4 H3 Packaging 
Unit 

Weight

[g]

82073 M6 7,1 17 4 25 5,5
81984 M8 9,6 24 5 100 13
81992 M10 12,0 30 5 100 19
82008 M12 14,2 36 6 100 32
82016 M14 16,5 40 6 50 48
82024 M16 19,0 44 7 50 56
82032 M20 23,2 50 8 25 94
82040 M24 28,0 60 10 10 169
82057 M30 35,0 68 10* - 218
82065 M(36) 42,0 80 12 - 350
82081 M(42) 49,0 100 15 - 640
82099 M(48) 56,0 110 17 - 830

Order 
 no.

Size Size inch D1 D2 S Packaging 
Unit 

Weight

[g]

82818 M6 1/4 6,4 17 3 100 5
82826 M8 5/16 8,4 23 4 100 10
82834 M10 3/8 10,5 28 4 100 16
82842 M12 1/2 13 35 5 100 35
82859 (M14) - 15 40 5 50 40
82867 M16 5/8 17 45 6 50 60
82875 (M18) - 19 45 6 50 60
82883 M20 3/4 21 50 6 50 73
82891 (M22) 7/8 23 50 8 25 92
82909 M24 7/8 25 60 8 20 170
82917 (M27) 1 1/16 28 68 10 - 210
82925 M30 1 1/8, 1 3/16 31 68 10 - 230
82933 (M36) 1 1/4, 1 3/8 38 80 10 - 350
82941 (M42) 1 1/2 44 100 15 - 670
82958 (M48) 1 3/4 50 110 17 - 920


