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Subject to technical alterations.

In a sturdy and high-quality wooden box with removable folding 
lid. All parts tempered, strength class 8 or 10.

T-bolt set
No. 6520

1) = T-nuts DIN 508 not suitable for this size. 
2) = M18x20, included instead DIN 787 are 4 studs DIN 6379x125 mm and 2x80 mm,with DIN 508 T-nuts and DIN 6340 washers each. 
Single items available.

All parts are produced from tempered steel according to DIN or 
factory standards, screw parts tempered to strength class 8 or 
10. Ideal for tool making, manufacturing and training facilities.

Basic sortiment
No. 6532

boxed set of assorted clamping elements

Order 
 no.

Slot DIN 787 
 Pcs.xLength 

DIN 6379 Pcs.xLength DIN 508 DIN 6330B No. 6334 DIN 6319C+G DIN 6340 L x W x H Weight

[Kg]

82982 M10x10 2x40, 4x63, 4x100 4x50, 4x80, 4x200 1) 4x 4x 4x 4x 254x188x32 2,0
82990 M12x12 2x50, 4x80, 4x125 4x63, 4x100, 4x200 1) 4x 4x 4x 4x 278x234x36 3,2
83006 M12x14 2x50, 4x80 4x63, 4x100, 4x125, 4x200 4x 4x 4x 4x 4x 278x234x36 3,5
83014 M14x16 2x63, 4x100 4x63, 4x100, 4x160, 4x250 4x 4x 4x 4x 4x 317x239x44 5,4
83022 M16x16 2x63,4x100,4x160 4x80, 4x125, 4x250 1) 4x 4x 4x 4x 339x294x48 7,4
83030 M16x18 2x63, 4x100 4x80, 4x125, 4x160, 4x250 4x 4x 4x 4x 4x 339x294x48 7,4
83048 M18x20 2) 6x80, 8x125, 4x200, 4x315 10x 4x 4x - 10x 359x342x56 11,0
83055 M20x22 2x80, 4x125 4x80, 4x125, 4x200, 4x315 4x 4x 4x 4x 4x 358x342x56 13,5
83063 M24x28 2x100, 4x160 4x100, 4x160, 4x250, 4x400 4x 4x 4x 4x 4x 444x409x72 23,6

Order 
 no.

Size Clamping 
force
[kN]

max. clamping height 
using 2 clamps

[mm]

max. clamping height 
using 4 clamps

[mm]

No. 6314Z 
 Pcs.xSize 

No. 6500E 
Pcs.xSize

DIN 787 
 Pcs.xLength 

DIN 6379  
Pcs.xLength

DIN 6330B DIN 6340 No. 6334 Weight

[Kg]

83899 M12x14 20 165 70 2x14x100,2x14x160 4x2, 4x3 2x50,4x80,4x125 2x100 6x 6x 2x 10,0
83915 M14x16 28 195 100 2x14x100,2x14x160 4x2, 4x3 2x63,4x100,4x160 2x100, 2x160 6x 6x 2x 11,1
83907 M16x18 40 205 130 2x18x125,2x18x200 4x2, 4x3 2x63,4x80,4x160 2x200, 4x125 6x 6x 4x 15,2


