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Whitworth pipe thread G, DIN-ISO 228 NGRf
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G1/16 7,723 28 0,907 140 20 60 45 680 o
G1/8 9728 28 0907 140 20 - 70 63 880 o
G1/4 13,157 19 1,337 180 30 - 11,0 80 11,80 o
G3/8 16,662 19 1,337 200 30 - 120 10,0 1525 o
G1/2 20955 14 1,814 220 40 - 160 125 19,00 o
G5/8 22911 14 1,814 220 40 - 180 14,0 21,00 o
G3/4 26441 14 1,814 250 40 - 20,0 16,0 24,00 o
G7/8 30,201 14 1,814 280 40 - 220 180 2825 o
G1 33,249 11 2,309 280 60 - 250 20,0 30,75 o
G1.1/8 37,907 11 2,309 280 60 - 280 224 3550
G1.1/4 41,910 11 2,309 280 60 - 320 250 39,50 o
G1.3/8 44,323 11 2,309 280 60 - 32,0 250 42,00
G1.1/2 47,800 11 2,309 280 60 - 36,0 28,0 45,00 o
G1.3/4 53,756 11 2,309 280 60 - 40,0 28,0 51,00
G2 59,614 11 2,309 280 60 - 450 31,5 57,00 o
O
P 5-20
M =
K 6-15
N 6-15
S 5

@ Available from stock
O On request



_STRONA16
_STRONA1
_STRONA16
_STRONA16
_STRONA16

