IZOLOVANE NARADI

Oteviené klice > hlava Kli¢e pod thlem 15°
IEC 60900 DIN EN 60900 > zakladni naradi chromované

> chromvanadové ocel, kovana, kalena v oleji
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EAN Velikost klice S Velikost klice S Délka | Sitka hlavy b Tloustka hlavy a 53
Cwyr. 4003773- mm Palce max. mm max. mm max. mm g
98 00 07 019824 7,0 105,0 20,0 4,0 15
98 00 08 019831 8,0 105,0 22,0 4,0 31
98 00 09 019848 9,0 105,0 24,0 4,0 29
98 00 10 019893 10,0 105,0 27,0 5,0 40
98 00 11 019909 11,0 120,0 30,0 5,5 45
98 00 12 019923 12,0 125,0 32,0 5,5 70
98 00 13 019930 13,0 130,0 34,0 6,5 68
98 00 14 019947 14,0 135,0 35,0 6,5 86
98 00 15 019954 15,0 145,0 37,0 7,0 80
98 00 16 019961 16,0 155,0 38,0 7,0 112
98 00 17 019978 17,0 155,0 42,0 8,0 119
98 00 18 019985 18,0 160,0 44,0 8,0 149

A1000V O
98 00 19 019992 19,0 165,0 47,0 9,0 154
98 00 22 020004 22,0 190,0 52,0 9,0 216
98 00 24 020011 24,0 210,0 56,0 9,0 262
98 00 27 020028 27,0 215,0 63,0 9,0 307
98 00 1/4" 019886 1/4 108,0 20,0 4,0 32
98 00 5/16" 020073 5/16 108,0 22,0 4,0 36
98 00 3/8" 020042 3/8 108,0 27,0 5,0 37
98 00 7/16" 020097 7116 120,7 30,0 55 53
98 00 1/2" 019879 112 139,7 34,0 6,5 60
98 00 9/16" 020110 9/16 152,4 35,0 6,5 102
98 005/8" 020080 5/8 165,1 38,0 7,0 124
98 00 3/4" 020035 3/4 190,5 47,0 9,0 164
Stavitelny klice > paralelné vedené hladké chopové Celisti
IEC 60900 DIN EN 60900 > plynule nastavitelny rozmér klice

> se stupnici k nastaveni rozméru klice mimo obrobek
> chrom-vanadova ocel
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EAN «— o O Sitka celisti Sitka hlavy Sika | Hioubka &0
Cowyr. 4003773-| mm Néradi Drzadlo mm Palce mm mm mm mm g

izolace nanasena

9807250 071518 260 A1000V—]22" O chomované oo

30 11/8 8,0 16,0 73,0 20,0 500
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