Ockove klice

IEC 60900 DIN EN 60900

>zahnuté

> zakladni naradi chromované

IZOLOVANE NARADI
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> chromvanadova ocel, kovang, kalend v oleji A1000V O
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. EAN Velikost klice S Délka | Sitka hlavy b Tloustka hlavy a Vyska zalomeni h iy
Cowyr. 4003773- mm max. mm max. mm max. mm max. mm g
98 0107 020134 7,0 150,0 12,0 7,0 18,0 55
98 0108 020141 8,0 155,0 14,0 7,0 19,0 68
980109 020158 9,0 165,0 15,5 8,0 19,0 78
98 0110 020196 10,0 160,0 17,0 9,0 20,0 75
98 01 11 020202 11,0 165,0 18,5 10,0 21,0 93
980112 020226 12,0 185,0 18,5 10,0 23,0 118
980113 020233 13,0 185,0 21,5 11,0 23,0 125
98 01 14 020240 A1000V O 14,0 195,0 23,0 12,0 24,0 147
98 01 15 020257 15,0 200,0 24,0 12,0 24,0 143
98 0116 020264 16,0 200,0 26,0 12,0 26,0 172
98 0117 020271 17,0 205,0 27,0 13,0 26,0 184
980118 020288 18,0 210,0 29,0 13,0 28,0 210
980119 020295 19,0 225,0 30,0 14,0 28,0 245
98 0122 020301 22,0 225,0 35,0 15,0 30,0 278
980124 020318 24,0 265,0 38,0 16,0 30,0 415

Nastrckové klice

s rukojeti Sroubovaku

EC 60900

DIN EN 60900

> ergonomicky tvarovana dvoukomponentni rukojet pro optimalni,

ruku Setfici a neunavujici prenos sil

> tvar rukojeti branici kutaleni pfi odloZeni
> chromvanadmolybdenova ocel
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. EAN «—r Velikost klice S Délka Cepele Délka rukojeti Priimér hlavy d ﬁ
C.owyr. 4003773-) mm Hrot Drzadlo mm mm mm mm g

980304 071679 @ 230 4,0 125,0 107 9,0 70
980305 071686 @ 230 5,0 125,0 107 10,0 70
98 03 055 026082 | 232 5,5 125,0 107 11,0 87
980306 026099 | 232 6,0 125,0 107 12,0 88
980307 026105 @237 o 7,0 125,0 112 14,0 123
980308 024095 237 % brunyrované 'rﬁok'gllé‘;' DG P 80 125,0 2 15,0 125
980309 026112 @ 237 certifikace VDE 9,0 125,0 112 16,0 129
980310 026129 237 10,0 125,0 112 17,0 118
980311 026136 = 237 11,0 125,0 112 19,0 148
980312 026143 | 237 12,0 125,0 112 20,0 150
980313 026150 | 237 13,0 125,0 112 21,0 152
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