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GRADE APPLICATION AREA Stable machining, continuous cut w - o
w
% main application General machining, light interruption £ = I E
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applicable Unstable machining, interrupted cut _ -
g pitch: 28 TP
g BSPT [AMAH 16IR 28BSPT-TPM  |RE 0.11 0. of passes 5:8 [
Ll pitch: 19 TPI
g 19BSPT-TPM  RE0.17 0. of passes 6:9 [ ]
Q. P .
g pitch: 14 TPI
:.' 14BSPT-TPM  RE0.24 0. of passes 9-12 [ ]
| BRISH STANDARD PPE TAPERED 55° 11BSPT.TPM  REO30 PR 11T °
' no. of passes 12+15
o pitch: 0.50+1.50 mm,
60° A MIEE 11IR A60-TPM RE 0.08 48-16 TPI [ ]
g pitch: 0.50+1.50 mm,
16IR A60-TPM RE 0.08 48-16 TPI [ ]
w pitch: 1.75+3.00 mm
| g ,
= G60-TPM RE0.13 12-87P| [ ]
=] pitch: 0.50+3.00 mm,
E METRIC AND UNIFIED THREADS AG60-TPM RE 0.08 1828 TPI )
|
< 55° @AM EAE 11IR A55-TPM RE0.08  pitch: 48+16 TPI )
(=
E 16IR A55-TPM RE0.08  pitch: 4816 TPI [ ]
o
G55-TPM RE 0.21 pitch: 14+8 TPI [ ]
WHITWORTH AND GAS THREADS AG55-TPM RE 0.08 pitch: 48+8 TPI [}

@ stock standard

179



