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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
MINI SUH

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HRC

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L EDP No. Stock

2.60 0/-0.010 6 14 20 62 353HRC0260 h

3.00 0/-0.010 6 14 20 62 353HRC0300 h

3.30 0/-0.012 6 14 20 62 353HRC0330 h

3.40 0/-0.012 6 14 20 62 353HRC0340 h

3.50 0/-0.012 6 14 20 62 353HRC0350 h

3.70 0/-0.012 6 14 20 62 353HRC0370 h

3.80 0/-0.012 6 17 24 66 353HRC0380 h

4.00 0/-0.012 6 17 24 66 353HRC0400 h

4.10 0/-0.012 6 17 24 66 353HRC0410 h

4.20 0/-0.012 6 17 24 66 353HRC0420 h

4.30 0/-0.012 6 17 24 66 353HRC0430 h

4.50 0/-0.012 6 17 24 66 353HRC0450 h

4.60 0/-0.012 6 17 24 66 353HRC0460 h

4.80 0/-0.012 6 20 28 66 353HRC0480 h

5.00 0/-0.012 6 20 28 66 353HRC0500 h

5.10 0/-0.012 6 20 28 66 353HRC0510 h

5.20 0/-0.012 6 20 28 66 353HRC0520 h

5.30 0/-0.012 6 20 28 66 353HRC0530 h

5.50 0/-0.012 6 20 28 66 353HRC0550 h

5.60 0/-0.012 6 20 28 66 353HRC0560 h

5.80 0/-0.012 6 20 28 66 353HRC0580 h

6.00 0/-0.012 6 20 28 66 353HRC0600 h

6.10 0/-0.015 8 29 41 79 353HRC0610 h

6.20 0/-0.015 8 29 41 79 353HRC0620 h

6.50 0/-0.015 8 29 41 79 353HRC0650 h

6.80 0/-0.015 8 29 41 79 353HRC0680 h

6.90 0/-0.015 8 29 41 79 353HRC0690 h

7.00 0/-0.015 8 29 41 79 353HRC0700 h

7.40 0/-0.015 8 29 41 79 353HRC0740 h

7.50 0/-0.015 8 29 41 79 353HRC0750 h

7.80 0/-0.015 8 29 41 79 353HRC0780 h

8.00 0/-0.015 8 29 41 79 353HRC0800 h

8.10 0/-0.015 10 35 47 89 353HRC0810 h

8.20 0/-0.015 10 35 47 89 353HRC0820 h

8.50 0/-0.015 10 35 47 89 353HRC0850 h

8.60 0/-0.015 10 35 47 89 353HRC0860 h

8.70 0/-0.015 10 35 47 89 353HRC0870 h

8.80 0/-0.015 10 35 47 89 353HRC0880 h

9.00 0/-0.015 10 35 47 89 353HRC0900 h

353HRC
hardened steel 45÷62 HRC

3XD DIN
6537K

150°+C45°

P M K N S H

 1st choice      suitable

C45°
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TYPHOON

PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON

MINI SUH

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CO

DRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSP

END MILLS

ALU

MEF

CARBIDE

BURRS

TYPHOON

TA-HTA-4HTA

TYPHOON
HRC

h stock standard     f non-standard stock     m stock exhaustion

D(h7) D Tol. d(h6) l l1 L EDP No. Stock

9.30 0/-0.015 10 35 47 89 353HRC0930 h

9.50 0/-0.015 10 35 47 89 353HRC0950 h

9.80 0/-0.015 10 35 47 89 353HRC0980 h

10.00 0/-0.015 10 35 47 89 353HRC1000 h

10.20 0/-0.018 12 40 55 102 353HRC1020 h

10.30 0/-0.018 12 40 55 102 353HRC1030 h

10.40 0/-0.018 12 40 55 102 353HRC1040 h

10.50 0/-0.018 12 40 55 102 353HRC1050 h

10.80 0/-0.018 12 40 55 102 353HRC1080 h

11.00 0/-0.018 12 40 55 102 353HRC1100 h

11.20 0/-0.018 12 40 55 102 353HRC1120 h

11.50 0/-0.018 12 40 55 102 353HRC1150 h

11.80 0/-0.018 12 40 55 102 353HRC1180 h

12.00 0/-0.018 12 40 55 102 353HRC1200 h

12.20 0/-0.018 14 43 60 107 353HRC1220 h

12.50 0/-0.018 14 43 60 107 353HRC1250 h

12.80 0/-0.018 14 43 60 107 353HRC1280 h

13.00 0/-0.018 14 43 60 107 353HRC1300 h

14.20 0/-0.018 16 45 65 115 353HRC1420 h

353HRC
hardened steel 45÷62 HRC

3XD DIN
6537K

150°+C45°

P M K N S H

 1st choice      suitable

C45°
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TYPHOON
PU-HPU

INFO

TYPHOON
SUH

TYPHOON
ALH

TYPHOON
MINI SUH

TYPHOON
HL

C-SD-TA

LFTA

SUTA

HSS-HSS/CODRILLS

G2

MEX

MDTA

UH

HF VH/UP

HSS/CO-HSSPEND MILLS

ALU

MEF

CARBIDE
BURRS

TYPHOON
TA-HTA-4HTA

TYPHOON
HRC

 CUTTING PARAMETERS

353HRC

Ø RUN OUT
<0.02mm

Material Group
ISO 513

H1   H4 H2 H3 H5

Hardness/Rm 50-56 HRC 54-62 HRC < 62 HRC 48-55 HRC

Vc (m/min) 15-25 12-18 8-12 20-30

D
(mm)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

n
(rpm)

fn
(mm/rev)

Vf
(mm/min)

3 2120 0.020 40 1590 0.017 30 1060 0.013 10 2650 0.020 50
4 1590 0.030 50 1190 0.026 30 800 0.020 20 1990 0.030 60
5 1270 0.040 50 960 0.034 30 640 0.026 20 1590 0.040 60
6 1060 0.050 50 800 0.043 30 530 0.033 20 1330 0.050 70
7 910 0.060 50 680 0.051 30 450 0.039 20 1140 0.060 70
8 800 0.070 60 600 0.060 40 400 0.046 20 1000 0.070 70
9 710 0.080 60 530 0.068 40 350 0.052 20 880 0.080 70

10 640 0.090 60 480 0.077 40 320 0.059 20 800 0.090 70
11 580 0.100 60 430 0.085 40 290 0.065 20 720 0.100 70
12 530 0.110 60 400 0.094 40 270 0.072 20 660 0.110 70
13 490 0.120 60 370 0.102 40 240 0.078 20 610 0.120 70

14.2 450 0.130 60 340 0.111 40 230 0.085 20 570 0.130 70


