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 1st choice       suitable

SIDE MILLING

D D Tol. C C Tol. d(h6) l l1 L z EDP No. Stock

6 0/-0.030 6 13 57 6 MEF600060 h

8 0/-0.030 8 19 63 6 MEF600080 h

10 0/-0.030 10 22 72 6 MEF600100 h

12 0/-0.030 12 26 83 6 MEF600120 h

16 0/-0.030 16 32 92 6 MEF600160 h

20 0/-0.030 20 38 104 8 MEF600200 h
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 CUTTING PARAMETERS

MEF600

SIDE MILLING

Material Group 
ISO 513

P1
 
P2

 
P3 P4

 
M1

 
M2 P5
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S1

  
S2

 
S4 M5

 
S3

  
S5

Hardness/Rm < 700 N/mm² 700-1000 N/mm² < 35 HRC < 45 HRC

ap x ae 1.5D x 0.1D 1.5D x 0.1D 1.5D x 0.1D 1.5D x 0.05D

Vc (m/min) 100-140 70-110 50-90 50-70

D 
(mm)

n 
(rpm)

fz 
(mm/z)

Vf 
(mm/min)

n 
(rpm)

fz 
(mm/z)

Vf 
(mm/min)

n 
(rpm)

fz 
(mm/z)

Vf 
(mm/min)

n 
(rpm)

fz 
(mm/z)

Vf 
(mm/min)

6370 0.015 570 4780 0.013 370 3720 0.012 270 3180 0.012 230

8 4780 0.020 570 3580 0.017 370 2790 0.016 270 2390 0.016 230

10 3820 0.025 570 2870 0.021 370 2230 0.020 270 1910 0.020 230

12 3180 0.030 570 2390 0.026 370 1860 0.024 270 1590 0.024 230

14 2730 0.035 570 2050 0.030 370 1590 0.028 270 1360 0.028 230

16 2390 0.040 570 1790 0.034 370 1390 0.032 270 1190 0.032 230

20 1910 0.050 760 1430 0.043 490 1110 0.040 360 960 0.040 310


