TYPHOON - high performance solid carbide drills

OSAWA

353PU-353HPU

universal application, high productivity,
PU and HPU (through coolant)
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353PU 353HPU
D(m7) D Tol. d(h6) | 11 L EDP No. Stock EDP No. Stock
3.00 +0.012/+0.002 6 14 20 62 353PU0300 [} 353HPU0300 [}
3.10 +0.016/+0.004 6 14 20 62 353PU0310 [ 353HPU0310 [ ]
3.20 +0.016/+0.004 6 14 20 62 353PU0320 [ ] 353HPU0320 [
3.30 +0.016/+0.004 6 14 20 62 353PU0330 [ ] 353HPUO0330 [
3.40 +0.016/+0.004 6 14 20 62 353PU0340 [} 353HPU0340 [}
3.50 +0.016/+0.004 6 14 20 62 353PU0350 [} 353HPU0350 [}
3.60 +0.016/+0.004 6 14 20 62 353PU0360 [ ] 353HPU0360 [ ]
3.70 +0.016/+0.004 6 14 20 62 353PU0370 [ ] 353HPU0370 [ ]
3.80 +0.016/+0.004 6 17 24 66 353PU0380 [} 353HPU0380 [ ]
3.90 +0.016/+0.004 6 17 24 66 353PU03%0 [} 353HPU03%0 [ ]
4.00 +0.016/+0.004 6 17 24 66 353PU0400 [ 353HPU0400 [}
4.10 +0.016/+0.004 6 17 24 66 353PU0410 [} 353HPU0410 [ ]
4.20 +0.016/+0.004 6 17 24 66 353PU0420 [ ) 353HPU0420 [ ]
4.30 +0.016/+0.004 6 17 24 66 353PU0430 [ J 353HPU0430 [}
4.40 +0.016/+0.004 6 17 24 66 353PU0440 [} 353HPU0440 [}
4.50 +0.016/+0.004 6 17 24 66 353PU0450 [} 353HPU0450 [}
4.60 +0.016/+0.004 6 17 24 66 353PU0460 [ ) 353HPU0460 [ ]
4.70 +0.016/+0.004 6 17 24 66 353PU0470 [} 353HPU0470 [ ]
4.80 +0.016/+0.004 6 20 28 66 353PU0480 [} 353HPU0480 [}
4.90 +0.016/+0.004 6 20 28 66 353PU0490 [ 353HPU0490 [
5.00 +0.016/+0.004 6 20 28 66 353PU0500 [ 353HPU0500 [ ]
5.10 +0.016/+0.004 6 20 28 66 353PU0510 [ ] 353HPU0O510 [ ]
5.20 +0.016/+0.004 6 20 28 66 353PU0520 [} 353HPU0520 [}
5.30 +0.016/+0.004 6 20 28 66 353PU0530 [} 353HPU0530 [ ]
5.40 +0.016/+0.004 6 20 28 66 353PU0540 [ ] 353HPU0540 [ ]
5.50 +0.016/+0.004 6 20 28 66 353PU0550 [ ] 353HPUO550 [ ]
5.60 +0.016/+0.004 6 20 28 66 353PU0560 [ J 353HPU0560 [}
5.70 +0.016/+0.004 6 20 28 66 353PU0570 [} 353HPU0570 [ ]
5.80 +0.016/+0.004 6 20 28 66 353PU0580 [ 353HPU0580 [
5.90 +0.016/+0.004 6 20 28 66 353PU0590 [ 353HPU0590 [
6.00 +0.016/+0.004 6 20 28 66 353PU0600 [ ] 353HPU0600 [
6.10 +0.021/+0.006 8 24 34 79 353PU0610 [ J 353HPU0610 [}
6.20 +0.021/+0.006 8 24 34 79 353PU0620 [} 353HPU0620 [}
6.30 +0.021/+0.006 8 24 34 79 353PU0630 [ ] 353HPU0630 [ ]
6.40 +0.021/+0.006 8 24 34 79 353PU0640 [ ] 353HPU0640 [ ]
6.50 +0.021/+0.006 8 24 34 79 353PU0650 [ ] 353HPU0650 [ ]
6.60 +0.021/+0.006 8 24 34 79 353PU0660 [} 353HPU0660 [}
6.70 +0.021/+0.006 8 24 34 79 353PU0670 [} 353HPU0670 [ ]
6.80 +0.021/+0.006 8 24 34 79 353PU0680 [ 353HPU0680 [ ]
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TYPHOON - high performance solid carbide drills

OSAWA

TYPHOON
pU-HPU

353PU-353HPU

universal application, high productivity,
PU and HPU (through coolant)

3XD

DIN
6537K

%)% ez

353PU 353HPU

£

140°+C45°

C45°
x| x| * [ % [ % | 353HPU dhél iD
% 1stchoice ¥ suitable
\ ;
L
353PU 353HPU
D(m7) D Tol. d(h6) | 11 L EDP No. Stock EDP No. Stock
6.90 +0.021/+0.006 8 24 34 79 353PU0690 [ ] 353HPU0690 [
7.00 +0.021/+0.006 8 24 34 79 353PU0700 [ ] 353HPU0700 [
7.10 +0.021/+0.006 8 29 41 79 353PU0710 [ ] 353HPUO710 [ ]
7.20 +0.021/+0.006 8 29 41 79 353PU0720 [} 353HPU0720 [}
7.30 +0.021/+0.006 8 29 41 79 353PU0730 [} 353HPU0730 [}
7.40 +0.021/+0.006 8 29 41 79 353PU0740 [ ] 353HPU0740 [ ]
7.50 +0.021/+0.006 8 29 41 79 353PU0750 [} 353HPU0750 [ ]
7.60 +0.021/+0.006 8 29 41 79 353PU0760 [} 353HPUQ0760 [}
7.70 +0.021/+0.006 8 29 41 79 353PU0770 [} 353HPUQ770 [}
7.80 +0.021/+0.006 8 29 41 79 353PU0780 [ ] 353HPU0780 [ ]
7.90 +0.021/+0.006 8 29 141 79 353PU0790 [ ] 353HPU0790 [ ]
8.00 +0.021/+0.006 8 29 41 79 353PU0800 [} 353HPU0800 [ ]
8.10 +0.021/+0.006 10 35 47 89 353PU0810 [} 353HPU0810 [}
8.20 +0.021/+0.006 10 35 47 89 353PU0820 [ 353HPU0820 [ ]
8.30 +0.021/+0.006 10 35 47 89 353PU0830 [ ] 353HPU0830 [
8.40 +0.021/+0.006 10 35 47 89 353PU0840 [ 353HPU0840 [
8.50 +0.021/+0.006 10 35 47 89 353PU0850 [ J 353HPU0850 [}
8.60 +0.021/+0.006 10 35 47 89 353PU0860 [} 353HPU0860 [}
8.70 +0.021/+0.006 10 35 47 89 353PU0870 [ ] 353HPU0870 [ ]
8.80 +0.021/+0.006 10 35 47 89 353PU0880 [ ] 353HPU0880 [ ]
8.90 +0.021/+0.006 10 35 47 89 353PU08%0 [ ] 353HPU0890 [ ]
9.00 +0.021/+0.006 10 35 47 89 353PU0200 [} 353HPU0%00 [}
9.10 +0.021/+0.006 10 35 47 89 353PU0910 [} 353HPU0910 [}
9.20 +0.021/+0.006 10 35 47 89 353PU0920 [ ] 353HPU0%20 [}
9.30 +0.021/+0.006 10 35 47 89 353PU0930 [ ] 353HPU0930 [ ]
9.40 +0.021/+0.006 10 35 47 89 353PU09240 [} 353HPU0%40 [}
9.50 +0.021/+0.006 10 35 47 89 353PU0950 [ J 353HPU0Y50 [}
9.60 +0.021/+0.006 10 35 47 89 353PU0960 [ ] 353HPU0960 [
9.70 +0.021/+0.006 10 35 47 89 353PU0970 [ ] 353HPU0970 [
9.80 +0.021/+0.006 10 35 47 89 353PU0980 [ J 353HPU0980 [}
9.90 +0.021/+0.006 10 35 47 89 353PU0990 [ J 353HPU0990 [}
10.00 +0.021/+0.006 10 35 47 89 353PU1000 [ ] 353HPU1000 [ ]
10.10 +0.025/+0.007 12 40 55 102 353PU1010 [ ] 353HPU1010 [
10.20 +0.025/+0.007 12 40 55 102 353PU1020 [ ] 353HPU1020 [ ]
10.30 +0.025/+0.007 12 40 55 102 353PU1030 [ ] 353HPU1030 [ ]
10.40 +0.025/+0.007 12 40 55 102 353PU1040 [ ] 353HPU1040 [ ]
10.50 +0.025/+0.007 12 40 55 102 353PU1050 [ ] 353HPU1050 [ ]
10.60 +0.025/+0.007 12 40 55 102 353PU1060 [} 353HPU1060 [ ]
10.70 +0.025/+0.007 12 40 55 102 353PU1070 [} 353HPU1070 [ ]
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TYPHOON - high performance solid carbide drills

OSAWA

353PU-353HPU ao | | 45| 29 ﬁ e

universal application, high productivity, HEY 14070455

PU and HPU (through coolant) 353PU 353HPU

C45°
x| x| * [ % [ % | 353HPU dhéliD
% 1stchoice ¥ suitable
=
L
353PU 353HPU

D(m7) D Tol. d(h6) | 11 L EDP No. Stock EDP No. Stock
10.80 +0.025/+0.007 12 40 55 102 353PU1080 ° 353HPU1080 °
10.90 +0.025/+0.007 12 40 55 102 353PU1090 ° 353HPU1090 °
11.00 +0.025/+0.007 12 40 55 102 353PU1100 ° 353HPU1100 °
11.10 +0.025/+0.007 12 40 55 102 353PU1110 ° 353HPU1110 °
11.20 +0.025/+0.007 12 40 55 102 353PU1120 ° 353HPU1120 °
11.30 +0.025/+0.007 12 40 55 102 353PU1130 ° 353HPU1130 °
11.40 +0.025/+0.007 12 40 55 102 353PU1140 ° 353HPU1140 °
11.50 +0.025/+0.007 12 40 55 102 353PU1150 ° 353HPU1150 °
11.60 +0.025/+0.007 12 40 55 102 353PU1160 ° 353HPU1160 °
11.70 +0.025/+0.007 12 40 55 102 353PU1170 ° 353HPU1170 °
11.80 +0.025/+0.007 12 40 55 102 353PU1180 ° 353HPU1180 °
11.90 +0.025/+0.007 12 40 55 102 353PU1190 ° 353HPU1190 °
12.00 +0.025/+0.007 12 40 55 102 353PU1200 ° 353HPU1200 °
12.10 +0.025/+0.007 14 43 60 107 353PU1210 ° 353HPU1210 °
12.20 +0.025/+0.007 14 43 60 107 353PU1220 ° 353HPU1220 °
12.30 +0.025/+0.007 14 43 60 107 353PU1230 ° 353HPU1230 °
12.40 +0.025/+0.007 14 43 60 107 353PU1240 ° 353HPU1240 °
12.50 +0.025/+0.007 14 43 60 107 353PU1250 ° 353HPU1250 °
12.60 +0.025/+0.007 14 43 60 107 353PU1260 ° 353HPU1260 °
12.70 +0.025/+0.007 14 43 60 107 353PU1270 ° 353HPU1270 °
12.80 +0.025/+0.007 14 43 60 107 353PU1280 ° 353HPU1280 °
12.90 +0.025/+0.007 14 43 60 107 353PU1290 ° 353HPU1290 °
13.00 +0.025/+0.007 14 43 60 107 353PU1300 ° 353HPU1300 °
13.10 +0.025/+0.007 14 43 60 107 353PU1310 ° 353HPU1310 °
13.20 +0.025/+0.007 14 43 60 107 353PU1320 ° 353HPU1320 °
13.30 +0.025/+0.007 14 43 60 107 353PU1330 ° 353HPU1330 °
13.40 +0.025/+0.007 14 43 60 107 353PU1340 ° 353HPU1340 °
13.50 +0.025/+0.007 14 43 60 107 353PU1350 ° 353HPU1350 °
13.60 +0.025/+0.007 14 43 60 107 353PU1360 ° 353HPU1360 °
13.70 +0.025/+0.007 14 43 60 107 353PU1370 ° 353HPU1370 °
13.80 +0.025/+0.007 14 43 60 107 353PU1380 ° 353HPU1380 °
13.90 +0.025/+0.007 14 43 60 107 353PU1390 ° 353HPU1390 °
14.00 +0.025/+0.007 14 43 60 107 353PU1400 ° 353HPU1400 °
14.10 +0.025/+0.007 16 45 65 115 353PU1410 ° 353HPU1410 °
14.20 +0.025/+0.007 16 45 65 115 353PU1420 ° 353HPU1420 °
14.30 +0.025/+0.007 16 45 65 115 353PU1430 ° 353HPU1430 °
14.50 +0.025/+0.007 16 45 65 115 353PU1450 ° 353HPU1450 °
14.60 +0.025/+0.007 16 45 65 115 353PU1460 ° 353HPU1460 °
14.70 +0.025/+0.007 16 45 65 115 353PU1470 °
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TYPHOON - high performance solid carbide drills

OSAWA

TYPHOON
py-HPU

353PU-353HPU a | | 5| 29 ﬁ s

universal application, high productivity, HEY 14070455

PU and HPU (through coolant) 353PU 353HPU

C45°

* | x| x| x| % | 353HPU dhélif’

% Istchoice ¥ suitable

=
L
353PU 353HPU

D(m7) D Tol. d(h6) | 11 L EDP No. Stock EDP No. Stock
14.80 +0.025/+0.007 16 45 65 115 353PU1480 ° 353HPU1480 °
15.00 +0.025/+0.007 16 65 65 115 353PU1500 ° 353HPU1500 °
15.10 +0.025/+0.007 16 65 65 115 353PU1510 ° 353HPU1510 °
15.20 +0.025/+0.007 16 65 65 115 353PU1520 ° 353HPU1520 °
15.30 +0.025/+0.007 16 65 65 115 353PU1530 ° 353HPU1530 °
15.50 +0.025/+0.007 16 65 65 115 353PU1550 ° 353HPU1550 °
15.60 +0.025/+0.007 16 65 65 115 353PU1560 ° 353HPU1560 °
15.70 +0.025/+0.007 16 65 65 115 353PU1570 ° 353HPU1570 °
15.80 +0.025/+0.007 16 65 65 115 353PU1580 ° 353HPU1580 °
16.00 +0.025/+0.007 16 65 65 115 353PU1600 ° 353HPU1600 °
16.10 +0.025/+0.007 18 73 73 123 353HPU1610 °
16.20 +0.025/+0.007 18 73 73 123 353HPU1620 °
16.30 +0.025/+0.007 18 73 73 123 353HPU1630 °
16.50 +0.025/+0.007 18 73 73 123 353PU1650 ° 353HPU1650 °
16.70 +0.025/+0.007 18 73 73 123 353HPU1670 °
16.80 +0.025/+0.007 18 73 73 123 353HPU1680 °
17.00 +0.025/+0.007 18 73 73 123 353PU1700 ° 353HPU1700 °
17.10 +0.025/+0.007 18 73 73 123 353HPU1710 °
17.20 +0.025/+0.007 18 73 73 123 353HPU1720 °
17.50 +0.025/+0.007 18 73 73 123 353PU1750 ° 353HPU1750 °
17.60 +0.025/+0.007 18 73 73 123 353HPU1760 °
17.70 +0.025/+0.007 18 73 73 123 353HPU1770 °
17.80 +0.025/+0.007 18 73 73 123 353HPU1780 °
18.00 +0.025/+0.007 18 73 73 123 353PU1800 ° 353HPU1800 °
18.10 +0.029/+0.008 20 79 79 131 353HPU1810 °
18.20 +0.029/+0.008 20 79 79 131 353HPU1820 °
18.30 +0.029/+0.008 20 79 79 131 353HPU1830 °
18.50 +0.029/+0.008 20 79 79 131 353PU1850 ° 353HPU1850 °
18.60 +0.029/+0.008 20 79 79 131 353HPU1860 °
18.70 +0.029/+0.008 20 79 79 131 353HPU1870 °
18.80 +0.029/+0.008 20 79 79 131 353HPU1880 °
19.00 +0.029/+0.008 20 79 79 131 353PU1900 ° 353HPU1900 °
19.20 +0.029/+0.008 20 79 79 131 353HPU1920 °
19.30 +0.029/+0.008 20 79 79 131 353HPU1930 °
19.50 +0.029/+0.008 20 79 79 131 353PU1950 ° 353HPU1950 °
19.60 +0.029/+0.008 20 79 79 131 353HPU1960 °
19.80 +0.029/+0.008 20 79 79 131 353HPU1980 °
20.00 +0.029/+0.008 20 79 79 131 353PU2000 ° 353HPU2000 °
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TYPHOON - high performance solid carbide drills

OSAWA

353PU

CUTTING PARAMETERS

e | @@ om - -
Hardness/Rm 500-700 N/mm? 600-1000 N/mm? 900-1200 N/mm? 1200-1400 N/mm?
Vc (m/min) 110-130 90-110 60-80 40-60
D n fn Vf n fn Vf n fn Vf n fn Vf
(mm) (rpm) | (mm/rev) |(mm/min)| (rpm) |(mm/rev) (mm/min)| (rpm) |(mm/rev)|(mm/min)| (rpm) |(mm/rev)|(mm/min)
3 12740 | 0.110 1400 | 10620 | 0.094 990 7430 | 0.083 610 5310 | 0.066 350
a4 9550 | 0.120 1150 7960 | 0.102 810 5570 | 0.090 500 3980 | 0.072 290
5 7640 | 0.130 990 6370 | 0.111 700 4460 | 0.098 430 3180 | 0.078 250
6 6370 | 0.145 920 5310 | 0.123 650 3720 | 0.109 400 2650 | 0.087 230
7 5460 | 0.160 870 4550 | 0.136 620 3180 | 0.120 380 2270 | 0.096 220
8 4780 | 0.175 840 3980 | 0.149 590 2790 | 0.131 370 1990 | 0.105 210
9 4250 | 0.190 810 3540 | 0.162 570 2480 | 0.143 350 1770 | 0.114 200
10 3820 | 0.205 780 3180 | 0.174 550 2230 | 0.154 340 1590 | 0.123 200
11 3470 | 0.220 760 2900 | 0.187 540 2030 | 0.165 330 1450 | 0.132 190
12 3180 | 0.240 760 2650 | 0.204 540 1860 | 0.180 330 1330 | 0.144 190
13 2940 | 0.260 760 2450 | 0.221 540 1710 | 0.195 330 1220 | 0.156 190
14 2730 | 0.285 780 2270 | 0.242 550 1590 | 0.214 340 1140 | 0.171 190
15 2550 | 0.310 790 2120 | 0.264 560 1490 | 0.233 350 1060 | 0.186 200
16 2390 | 0.335 800 1990 | 0.285 570 1390 | 0.251 350 1000 | 0.201 200
17 2250 | 0.360 810 1870 | 0.306 570 1310 | 0.270 350 940 0.216 200
18 2120 | 0.385 820 1770 | 0.327 580 1240 | 0.289 360 880 0.231 200
19 2010 | 0.410 820 1680 | 0.349 590 1170 | 0.308 360 840 0.246 210
20 1910 | 0.435 830 1590 | 0.370 590 1110 | 0.326 360 800 0.261 210

353HPU
e | mE = - -
Hardness/Rm 500-700 N/mm? 600-1000 N/mm? 900-1200 N/mm? 1200-1400 N/mm?
Vc (m/min) 140-160 120-150 90-110 60-80
D n fn Vf n fn Vf n fn Vf n fn Vf
(mm) (rpm) | (mm/rev) (mm/min)| (rpm) |(mm/rev) (mm/min)| (rpm) |(mm/rev)|(mm/min)| (rpm) |(mm/rev)|(mm/min)
3 15920 | 0.127 | 2010 | 13800 | 0.114 1570 | 10620 | 0.101 1070 7430 | 0.089 660
4 11940 | 0.150 1790 | 10350 | 0.135 1390 7960 | 0.120 950 5570 | 0.105 580
5 9550 | 0.173 1650 8280 | 0.155 1290 6370 | 0.138 880 4460 | 0.121 540
6 7960 | 0.196 1560 6900 | 0.176 1210 5310 | 0.156 830 3720 | 0.137 510
7 6820 | 0.219 1490 5910 | 0.197 1160 4550 | 0.175 800 3180 | 0.153 490
8 5970 | 0.242 1440 5180 | 0.217 1130 3980 | 0.193 770 2790 | 0.169 470
9 5310 | 0.265 1400 4600 | 0.238 1100 3540 | 0.212 750 2480 | 0.185 460
10 4780 | 0.288 1370 4140 | 0.259 1070 3180 | 0.230 730 2230 | 0.201 450
11 4340 | 0.299 1300 3760 | 0.269 1010 2900 | 0.239 690 2030 | 0.209 420
12 3980 | 0.322 1280 3450 | 0.290 1000 2650 | 0.258 680 1860 | 0.225 420
13 3670 | 0.345 1270 3180 | 0.311 990 2450 | 0.276 680 1710 | 0.242 410
14 3410 | 0.368 1250 2960 | 0.331 980 2270 | 0.294 670 1590 | 0.258 410
15 3180 | 0.391 1240 2760 | 0.352 970 2120 | 0.313 660 1490 | 0.274 410
16 2990 | 0.414 | 1240 2590 | 0.373 970 1990 | 0.331 660 1390 | 0.290 400
17 2810 | 0.426 1200 2440 | 0.383 930 1870 | 0.340 640 1310 | 0.298 390
18 2650 | 0.437 1160 2300 | 0.393 900 1770 | 0.350 620 1240 | 0.306 380
19 2510 | 0.449 1130 2180 | 0.404 880 1680 | 0.359 600 1170 | 0.314 370
20 2390 | 0.460 1100 2070 | 0.414 860 1590 | 0.368 590 1110 | 0.322 360
4
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TYPHOON - high performance solid carbide drills

OSAWA

TYPHOON
PU-HPU
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CUTTING PARAMETERS

353PU
Material Grou
) P M1 M2 M3 M4 M5
Hardness/Rm < 750 N/mm? 550-850 N/mm? 650-950 N/mm? 850-1200 N/mm?
Vc (m/min) 45-55 35-45 25-35 20-30
D n fn Vf n fn Vf n fn Vf n fn Vf
(mm) (rpm) | (mm/rev) |(mm/min)| (rpm) |(mm/rev) (mm/min)| (rpm) |(mm/rev)|(mm/min)| (rpm) |(mm/rev)|(mm/min)
3 5310 | 0.077 410 4250 | 0.065 280 3180 | 0.058 180 2650 | 0.046 120
4 3980 0.084 330 3180 0.071 230 2390 0.063 150 1990 0.050 100
5 3180 0.091 290 2550 0.077 200 1910 0.068 130 1590 0.055 90
6 2650 | 0.102 270 2120 | 0.086 180 1590 | 0.076 120 1330 | 0.061 80
7 2270 0.112 250 1820 0.095 170 1360 0.084 110 1140 0.067 80
8 1990 0.123 240 1590 0.104 170 1190 0.092 110 1000 0.074 70
9 1770 | 0.133 240 1420 | 0.113 160 1060 | 0.100 110 880 0.080 70
10 1590 0.144 230 1270 0.122 150 960 0.108 100 800 0.086 70
11 1450 0.154 220 1160 0.131 150 870 0.116 100 720 0.092 70
12 1330 | 0.168 220 1060 | 0.143 150 800 0.126 100 660 0.101 70
13 1220 0.182 220 980 0.155 150 730 0.137 100 610 0.109 70
14 1140 0.200 230 910 0.170 150 680 0.150 100 570 0.120 70
15 1060 | 0.217 230 850 0.184 160 640 0.163 100 530 0.130 70
16 1000 | 0.235 230 800 0.199 160 600 0.176 110 500 0.141 70
17 940 0.252 240 750 0.214 160 560 0.189 110 470 0.151 70
18 880 0.270 240 710 0.229 160 530 0.202 110 440 0.162 70
19 840 0.287 240 670 0.244 160 500 0.215 110 420 0.172 70
20 800 0.305 240 640 0.259 170 480 0.228 110 400 0.183 70
353HPU
Material Grou
e P M1 M2 M3 M4 M5
Hardness/Rm < 750 N/mm? 550-850 N/mm? 650-950 N/mm? 850-1200 N/mm?
Ve (m/min) 60-80 50-70 35-45 20-40
D n fn Vf n fn Vf n fn Vf n fn Vf
(mm) (rpm) | (mm/rev) |(mm/min)| (rpm) |(mm/rev) |(mm/min)| (rpm) |(mm/rev)|(mm/min)| (rpm) |(mm/rev)|(mm/min)
3 7430 | 0.082 610 6370 | 0.066 420 4250 | 0.058 240 3180 | 0.049 160
4 5570 0.097 540 4780 0.078 370 3180 0.068 220 2390 0.058 140
5 4460 | 0.112 500 3820 | 0.090 340 2550 | 0.078 200 1910 | 0.067 130
6 3720 | 0.127 470 3180 | 0.102 320 2120 | 0.089 190 1590 | 0.076 120
7 3180 0.142 450 2730 0.114 310 1820 0.099 180 1360 0.085 120
8 2790 0.157 440 2390 0.126 300 1590 0.110 170 1190 0.094 110
9 2480 | 0.172 430 2120 | 0.138 290 1420 | 0.120 170 1060 | 0.103 110
10 2230 0.187 420 1910 0.150 290 1270 0.131 170 960 0.112 110
11 2030 0.194 390 1740 0.155 270 1160 0.136 160 870 0.117 100
12 1860 | 0.209 390 1590 | 0.167 270 1060 | 0.147 160 800 0.126 100
13 1710 0.224 380 1470 0.179 260 980 0.157 150 730 0.135 100
14 1590 0.239 380 1360 0.191 260 910 0.167 150 680 0.144 100
15 1490 | 0.254 380 1270 | 0.203 260 850 0.178 150 640 0.152 100
16 1390 0.269 370 1190 0.215 260 800 0.188 150 600 0.161 100
17 1310 0.277 360 1120 0.221 250 750 0.194 150 560 0.166 90
18 1240 | 0.284 350 1060 | 0.227 240 710 0.199 140 530 0.170 90
19 1170 0.292 340 1010 0.233 240 670 0.204 140 500 0.175 90
20 1110 0.299 330 960 0.239 230 640 0.209 130 480 0.179 90
4




TYPHOON - high performance solid carbide drills

OSAWA

CUTTING PARAMETERS

353PU
Material Grou
150513 [1] [l B B
Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB
Vc (m/min) 110-130 90-110 60-80 40-60
D n fn Vf n fn Vf n fn Vf n fn Vf
(mm) (rpm) | (mm/rev) |(mm/min)| (rpm) |(mm/rev) (mm/min)| (rpm) |(mm/rev)|(mm/min)| (rpm) |(mm/rev)|(mm/min)
3 12740 | 0.110 1400 | 10620 | 0.094 990 7430 | 0.083 610 5310 | 0.066 350
4 9550 | 0.120 1150 7960 | 0.102 810 5570 | 0.090 500 3980 | 0.072 290
5 7640 | 0.130 990 6370 | 0.111 700 4460 | 0.098 430 3180 | 0.078 250
6 6370 | 0.145 920 5310 | 0.123 650 3720 | 0.109 400 2650 | 0.087 230
7 5460 | 0.160 870 4550 | 0.136 620 3180 | 0.120 380 2270 | 0.096 220
8 4780 | 0.175 840 3980 | 0.149 590 2790 | 0.131 370 1990 | 0.105 210
9 4250 | 0.190 810 3540 | 0.162 570 2480 | 0.143 350 1770 | 0.114 200
10 3820 | 0.205 780 3180 | 0.174 550 2230 | 0.154 340 1590 | 0.123 200
11 3470 | 0.220 760 2900 | 0.187 540 2030 | 0.165 330 1450 | 0.132 190
12 3180 | 0.240 760 2650 | 0.204 540 1860 | 0.180 330 1330 | 0.144 190
13 2940 | 0.260 760 2450 | 0.221 540 1710 | 0.195 330 1220 | 0.156 190
14 2730 | 0.285 780 2270 | 0.242 550 1590 | 0.214 340 1140 | 0.171 190
15 2550 | 0.310 790 2120 | 0.264 560 1490 | 0.233 350 1060 | 0.186 200
16 2390 | 0.335 800 1990 | 0.285 570 1390 | 0.251 350 1000 | 0.201 200
17 2250 | 0.360 810 1870 | 0.306 570 1310 | 0.270 350 940 0.216 200
18 2120 | 0.385 820 1770 | 0.327 580 1240 | 0.289 360 880 0.231 200
19 2010 | 0.410 820 1680 | 0.349 590 1170 | 0.308 360 840 0.246 210
20 1910 | 0.435 830 1590 | 0.370 590 1110 | 0.326 360 800 0.261 210
353HPU
Material Grou
150513 [1] [l ] [
Hardness/Rm 150-250 HB 150-350 HB 120-260 HB 250-500 HB
Vc (m/min) 120-140 100-120 80-100 60-80
D n fn Vf n fn Vf n fn Vf n fn Vf
(mm) (rpm) | (mm/rev) (mm/min)| (rpm) |(mm/rev) (mm/min)| (rpm) |(mm/rev)|(mm/min)| (rpm) |(mm/rev)|(mm/min)

3 13800 | 0.127 1750 | 11680 | 0.114 1330 9550 | 0.101 970 7430 | 0.089 660
4 10350 | 0.150 1550 8760 | 0.135 1180 7170 | 0.120 860 5570 | 0.105 580
5 8280 | 0.173 1430 7010 | 0.155 1090 5730 | 0.138 790 4460 | 0.121 540
6 6900 | 0.196 1350 5840 | 0.176 1030 4780 | 0.156 750 3720 | 0.137 510
7 5910 | 0.219 1290 5000 | 0.197 980 4090 | 0.175 710 3180 | 0.153 490
8 5180 | 0.242 1250 4380 | 0.217 950 3580 | 0.193 690 2790 | 0.169 470
9 4600 | 0.265 1220 3890 | 0.238 930 3180 | 0.212 670 2480 | 0.185 460
10 4140 | 0.288 1190 3500 | 0.259 910 2870 | 0.230 660 2230 | 0.201 450
11 3760 | 0.299 1120 3180 | 0.269 860 2610 | 0.239 620 2030 | 0.209 420
12 3450 | 0.322 1110 2920 | 0.290 850 2390 | 0.258 620 1860 | 0.225 420
13 3180 | 0.345 1100 2690 | 0.311 840 2200 | 0.276 610 1710 | 0.242 410
14 2960 | 0.368 1090 2500 | 0.331 830 2050 | 0.294 600 1590 | 0.258 410
15 2760 | 0.391 1080 2340 | 0.352 820 1910 | 0.313 600 1490 | 0.274 410
16 2590 | 0.414 | 1070 2190 | 0.373 820 1790 | 0.331 590 1390 | 0.290 400
17 2440 | 0.426 1040 2060 | 0.383 790 1690 | 0.340 580 1310 | 0.298 390
18 2300 | 0.437 1010 1950 | 0.393 770 1590 | 0.350 560 1240 | 0.306 380
19 2180 | 0.449 980 1840 | 0.404 740 1510 | 0.359 540 1170 | 0.314 370
20 2070 | 0.460 950 1750 | 0.414 720 1430 | 0.368 530 1110 | 0.322 360
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TYPHOON
PU-HPU

CUTTING PARAMETERS

353PU
S o o
Hardness/Rm
Vc (m/min) 220-260 200-240 160-200
D n fn Vf n fn Vf n fn Vf
(mm) (rpm) | (mm/rev) |(mm/min)| (rpm) |(mm/rev) (mm/min)| (rpm) |(mm/rev)|(mm/min)
3 25480 | 0.132 | 3360 | 23350 | 0.119 | 2770 | 19110 | 0.106 | 2020
4 19110 | 0.144 2750 17520 | 0.130 2270 14330 | 0.115 1650
5 15290 | 0.156 2390 14010 | 0.140 1970 11460 | 0.125 1430
6 12740 | 0.174 | 2220 | 11680 | 0.157 1830 9550 | 0.139 1330
7 10920 | 0.192 2100 10010 | 0.173 1730 8190 0.154 1260
8 9550 0.210 2010 8760 0.189 1660 7170 0.168 1200
9 8490 | 0.228 1940 7780 | 0.205 1600 6370 | 0.182 1160
10 7640 0.246 1880 7010 0.221 1550 5730 0.197 1130
11 6950 0.264 1830 6370 0.238 1510 5210 0.211 1100
12 6370 | 0.288 1830 5840 | 0.259 1510 4780 | 0.230 1100
13 5880 0.312 1830 5390 0.281 1510 4410 0.250 1100
14 5460 0.342 1870 5000 0.308 1540 4090 0.274 1120
15 5100 | 0.372 1900 4670 | 0.335 1560 3820 | 0.298 1140
16 4780 | 0.402 1920 4380 | 0.362 1580 3580 | 0.322 1150
17 4500 0.432 1940 4120 0.389 1600 3370 0.346 1160
18 4250 | 0.462 1960 3890 | 0.416 1620 3180 | 0.370 1180
19 4020 | 0.492 1980 3690 | 0.443 1630 3020 | 0.394 1190
20 3820 0.522 1990 3500 0.470 1640 2870 0.418 1200
353HPU
S @ mm
Hardness/Rm
Vc (m/min) 240-280 220-260 180-220
D n fn Vf n fn Vf n fn Vf
(mm) (rpm) | (mm/rev) |(mm/min)| (rpm) |(mm/rev) (mm/min)| (rpm) |(mm/rev)|(mm/min)
3 27600 | 0.152 | 4190 | 25480 | 0.139 | 3550 | 21230 | 0.111 2360
4 20700 | 0.179 3710 19110 | 0.164 3140 15920 | 0.132 2090
5 16560 | 0.207 | 3430 | 15290 | 0.190 | 2900 | 12740 | 0.152 1930
6 13800 | 0.235 | 3240 | 12740 | 0.215 | 2740 | 10620 | 0.172 1830
7 11830 | 0.262 3100 10920 | 0.240 2620 9100 0.192 1750
8 10350 | 0.290 | 3000 9550 | 0.266 | 2540 7960 | 0.213 1690
9 9200 | 0.317 | 2920 8490 | 0.291 2470 7080 | 0.233 1650
10 8280 0.345 2860 7640 0.316 2420 6370 0.253 1610
1 7530 0.359 2700 6950 0.329 2290 5790 0.263 1520
12 6900 | 0.386 | 2670 6370 | 0.354 | 2260 5310 | 0.283 1500
13 6370 0.414 2640 5880 0.380 2230 4900 0.304 1490
14 5910 0.442 2610 5460 0.405 2210 4550 0.324 1470
15 5520 | 0.469 | 2590 5100 | 0.430 | 2190 4250 | 0.344 1460
16 5180 0.497 2570 4780 0.455 2180 3980 0.364 1450
17 4870 0.511 2490 4500 0.468 2110 3750 0.374 1400
18 4600 | 0.524 | 2410 4250 | 0.481 2040 3540 | 0.385 1360
19 4360 0.538 2350 4020 0.493 1980 3350 0.395 1320
20 4140 0.552 2290 3820 0.506 1930 3180 0.405 1290
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CUTTING PARAMETERS

353PU
gl @ o - o
Hardness/Rm < 35HRC 35-45 HRC
Vc (m/min) 30-40 20-30 35-45 25-35
D n fn Vf n fn Vf n fn Vf n fn Vf
(mm) (rpm) | (mm/rev) |(mm/min)| (rpm) |(mm/rev) (mm/min)| (rpm) |(mm/rev)|(mm/min)| (rpm) |(mm/rev)|(mm/min)
3 3720 | 0.050 180 2650 | 0.035 90 4250 | 0.047 200 3180 | 0.040 130
4 2790 0.054 150 1990 0.038 80 3180 0.051 160 2390 0.043 100
5 2230 0.059 130 1590 0.041 70 2550 0.056 140 1910 0.047 90
6 1860 | 0.065 120 1330 | 0.046 60 2120 | 0.062 130 1590 | 0.052 80
7 1590 0.072 110 1140 0.050 60 1820 0.068 120 1360 0.058 80
8 1390 0.079 110 1000 0.055 60 1590 0.075 120 1190 0.063 70
9 1240 | 0.086 110 880 0.060 50 1420 | 0.081 120 1060 | 0.068 70
10 1110 0.092 100 800 0.065 50 1270 0.088 110 960 0.074 70
11 1010 0.099 100 720 0.069 50 1160 0.094 110 870 0.079 70
12 930 0.108 100 660 0.076 50 1060 | 0.103 110 800 0.086 70
13 860 0.117 100 610 0.082 50 980 0.111 110 730 0.094 70
14 800 0.128 100 570 0.090 50 910 0.122 110 680 0.103 70
15 740 0.140 100 530 0.098 50 850 0.133 110 640 0.112 70
16 700 0.151 110 500 0.106 50 800 0.143 110 600 0.121 70
17 660 0.162 110 470 0.113 50 750 0.154 120 560 0.130 70
18 620 0.173 110 440 0.121 50 710 0.165 120 530 0.139 70
19 590 0.185 110 420 0.129 50 670 0.175 120 500 0.148 70
20 560 0.196 110 400 0.137 50 640 0.186 120 480 0.157 80
353HPU
naggieee | mE o o o
Hardness/Rm < 35 HRC 35-45 HRC
Vc (m/min) 40-60 25-45 50-70 40-60
D n fn Vi n fn Vf n fn Vf n fn Vf
(mm) (rpm) | (mm/rev) |(mm/min)| (rpm) |(mm/rev) (mm/min)| (rpm) |(mm/rev)|(mm/min)| (rpm) |(mm/rev)|(mm/min)

3 5310 | 0.057 300 3720 | 0.040 150 6370 | 0.054 340 5310 | 0.046 240
4 3980 0.067 270 2790 0.047 130 4780 0.064 310 3980 0.054 210
5 3180 | 0.078 250 2230 | 0.054 120 3820 | 0.074 280 3180 | 0.062 200
6 2650 | 0.088 230 1860 | 0.062 110 3180 | 0.084 270 2650 | 0.070 190
7 2270 0.098 220 1590 0.069 110 2730 0.093 260 2270 0.079 180
8 1990 0.109 220 1390 0.076 110 2390 0.103 250 1990 0.087 170
9 1770 | 0.119 210 1240 | 0.083 100 2120 | 0.113 240 1770 | 0.095 170
10 1590 0.129 210 1110 0.091 100 1910 0.123 230 1590 0.104 160
11 1450 | 0.135 200 1010 | 0.094 100 1740 | 0.128 220 1450 | 0.108 160
12 1330 | 0.145 190 930 0.101 90 1590 | 0.138 220 1330 | 0.116 150
13 1220 0.155 190 860 0.109 90 1470 0.147 220 1220 0.124 150
14 1140 0.166 190 800 0.116 90 1360 0.157 210 1140 0.132 150
15 1060 0.176 190 740 0.123 90 1270 0.167 210 1060 0.141 150
16 1000 0.186 190 700 0.130 90 1190 0.177 210 1000 0.149 150
17 940 0.191 180 660 0.134 90 1120 0.182 200 940 0.153 140
18 880 0.197 170 620 0.138 90 1060 | 0.187 200 880 0.157 140
19 840 0.202 170 590 0.141 80 1010 0.192 190 840 0.161 140
20 800 0.207 170 560 0.145 80 960 0.197 190 800 0.166 130
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