
H 125

Drehmomentschlüssel TORQUE-PROFI

Torque Wrenches TORQUE PROFI

Art.-Gruppe 121
Article Group 121

Automatisches Nachspannen /
Automatic Re-Tensioning

Gefräste Nm-Skala /
Lasered Nm-Scale

Sichtfenster /
Measured value Display

Arretierknopf /
Safety Button

Art.-Nr./Art.-No. Antrieb/Drive Bereich/Array Länge/Length €
394241 1/4“ 5 - 25 Nm 245 mm
394241-1 Reperatur-Set für 394241
394242 3/8“ 20 - 100 Nm 410 mm
394242-1 Reperatur-Set für 394242
394240 1/2“ 40 - 200 Nm 520 mm
394240-1 Reperatur-Set für 394240
394243 1/2“ 60 - 340 Nm 610 mm
394243-1 Reperatur-Set für 394243

TORQUE-PROFI
mechanischer Einweg-Drehmomentschlüssel
TORQUE-PROFI
mechanically dual way torque wrench

135,00
9,90

139,0
10,90

149,00
15,90

169,00
15,90

Toleranz ±4% / Tolerance ±4%

TORQUE-PROFI

Mechanischer Einweg-Drehmomentschlüssel
(Uhrzeigersinn)
Erleichterte Ableseskala durch farbig hinterlegte Skala 
Leichtgängiger Einstellring am Griff
Sicherungsknopf zum Sperren des Einstellrings
Hohe Anwendungssicherheit
• Hör- und fühlbare automatische Kurzwegauslösung
• Rutschhemmender, ergonomischer Handgriff
Extrem robust und langlebig

Technische Daten:
• Typ mechanisch, Drehmomentbereich: 5 – 340 Nm
• Auslöserichtung: Einweg, im Uhrzeigersinn

    • Mit Schnelllöseknopf und Richtungsumschalter
• Inklusive Kalibrierungszertifikat

nach DIN EN ISO 6789:2003

Achtung: 
•  Drehmomentschlüssel nach Gebrauch auf

den kleinsten Wert zurückstellen!
    • Drehmomentschlüssel sollen je nach Gebrauch 

einmal jährlich neu kalibriert werden. Nutzen Sie
hierzu unseren Kalibrierungsservice auf Seite H 126.

TORQUE-PROFI

Mechanically one-way torque wrench (clockwise rotation)
Easy readability due to colored measured value display
Smooth-running adjustment ring at the handle
Safety button to lock the adjustment ring
High application safety
• Audible and tactile automatic short path release
• Ergonomic non-slip handle
Extrem sturdy and durable

Technically data:
• Type mechanically, torque range: 5 – 340 Nm
• Operative direction: One-way, clockwise rotation

    • With quick release button and direction lever
• Incl. certificate of calibration DIN EN ISO 6789:2003

Attention: 
• After working please turn back to the smallest value of the

wrench!
    • Torque wrenches have to be, depending on use, calibrated

once a year. Simply use our calibration service on page H 126.

Toleranz ±4% / Tolerance ±4%

NEU/NEW

Automatisches Nachspannen /
Automatic Re-Tensioning

Gefräste Nm-Skala /
Lasered Nm-Scale

Sichtfenster /
Measured value Display

Arretierknopf /
Safety Button

Toleranz ±4% / Tolerance ±4%

Einstellring /
Adjustment Ring

NEU/NEW

PROFESSIONAL   PLUS STANDARD


