Milling Tools | Ferramentas de Fresagem | Herramientas de Fresado
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Order Dimensions (mm) Specifications
Reference @ @
Code @Dc @dM @dg L L1 T a(mm)
181075000 014W17190-01-06-016090* 1 14 16 - 90 23 0,118 - 9,0 ANHX 1004.. @
181075100 016W17190-01-06-016090* 1 16 16 - 90 25 0,123 - 9,0 ANHX 1004... @
181075200  018W17190-02-06-016090* 2 18 16 - 90 23 0,125 - 9,0 ANHX1004... @®
181071400  020W17190-02-06-020100* 2 20 20 - 100 30 0,210 - 9,0 ANHX 1004.. @

E 181071500  020W17190-03-06-020100* 3 20 20 - 100 30 0,206 - 9,0 ANHX 1004... @

<

7

g 181074400 025W17190-02-06-025115* 2 25 25 - 115 35 0,391 - 9,0 ANHX 1004.. @

=]

g 181074500 025W17190-03-06-025115* 3 25 25 - 115 35 0,387 - 9,0 ANHX 1004.. @
181074600 032W17190-03-06-032125* & 32 32 - 125 40 0,701 - 9,0 ANHX 1004.. @
181074700 032W17190-04-06-032125* 4 32 32 - 125 40 0,698 - 9,0 ANHX 1004.. @
181074800 040W17190-04-07-032130 4 40 32 - 130 40 0,780 - 9,0 ANHX 1004.. @
181074900 040W17190-05-07-032130 5) 40 32 - 130 40 0,777 - 9,0 ANHX 1004.. @&
181075300 040A17190-04-07-016040 4 40 16 32 40 - 0,209 A 9,0 ANHX 1004.. @
181075400 040A17190-05-07-016040 5 40 16 32 40 - 0,207 A 9,0 ANHX 1004.. @
181075500  050A17190-05-07-022040 5 50 22 42 40 - 0,345 A 9,0 ANHX 1004.. @

g’ 181075600  050A17190-07-07-022040 7 50 22 42 40 - 0,335 A 9,0 ANHX 1004... @

cg, 181075700  063A17190-07-07-022040 7 63 22 52 40 - 0,552 A 9,0 ANHX 1004.. @

=

E 181075800  063A17190-09-07-022040 9 63 22 52 40 - 0,541 A 9,0 ANHX 1004.. @

< 181075900  080A17190-08-07-027050 8 80 27 60 50 - 1,005 B 9,0 ANHX 1004.. @
181076000  080A17190-10-07-027050 10 80 27 60 50 - 0,993 B 9,0 ANHX 1004.. @
181076100  100A17190-09-07-032050 9 100 32 80 50 - 1,803 B 9,0 ANHX 1004.. @
181076200  100A17190-12-07-032050 12 100 32 80 50 - 1,784 B 9,0 ANHX 1004.. @

@) stock items / ltens de stock () Available under request / Disponibilidade sob consulta / Disponible bajo consulta
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Spare Parts

Order separately
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W17190 — 14-40 P0300800 XT09 3,0 -

A17190 — 40-63 P0300800 XT09 3,0 = =
A17190 - 80 P0300800 XT09 3,0 J0123510 SD6368-12
A17190 - 100 P0300800 XT09 3,0 J0164110  SD6368-16

ANHX 1004... 1nseris | Pastilhas | Plaquitas

(2) Grade Code 54 |G 6
Dimensions
SRS BB SRS S (mm)
DO ||| D DD || D
S ZZ 222 SEIEE:
R ISO Ref. ool o v o =) Neog ool ol
1111652 ANHX100405PNRLP @) & @ 6 @ & ®6 6 66 6 66 62 10 05 1,0
1111908 ANHX 100412PNR-LP @& ® ® ® ® ® 66 62 10 12 1,0
1112005  ANHX 100405 PNER-LM ® ) ® ® ® ® ® @ ® e 66 62 10 05 1,0
1112103 ANHX 100412 PNERLM (&) ® ® ® @ (@) () ® (DN 66 62 10 1,2 1,0
1111997  ANHX 100405 PNR-LN ) 66 62 10 05 1,0
1112102 ANHX 100412 PNR-LN (2) 66 62 10 12 1,0

@ First choice / 1% escolha / 1* opcion @ Stock items / ltens de stock O Available under request / Disponibilidade sob consulta / Disponible bajo consulta

Insert Order Code = (1) Geometry Code + (2) Grade Code £ Inventory maintained. To be replaced by new grades. / Itens em stock. Seréo substituidos

Applicable Grades

por novos graus. / ltens en stock. Seran reemplezados por nuevos grados.

(i1 Grades
(Brinel) <— Wear Resistance Toughness —»
PH0910 |PH7(6)910|PH7(6)920|PH7(6)930| PH7740

v

v

v

SS - Ferritic/martensitic 200-330 v

M ss - Austenitic 200-330 v v

SS - Austetenitic-ferretic (Duplex) 230-260 v v

Malleable cast iron 130-230 v v v

Grey cast iron 180-245 v v v

n Nodular cast iron 160-250 v v v
n Aluminium and Non Ferrous 30-130 v

E Heat Resistant Super Alloys 200-320 v v

{
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@ Good Conditions
@ Average Conditions

&% Difficult Conditions
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PLUS 17190 Milling Tool | Ferramenta | Herramienta

Rec. Cutting Conditions

HB
(Brinell) Ve (m/min)
<— Wear Resistance
PH0910 PH7910 PH6910 PH7920 PH6920

4 SS - Ferritic/martensitic 200-330 -
M 5  SS- Austenitic 200-330 - - - - -
6 SS - Austetenitic-ferretic (Duplex) 230-260 -

11 Heat Resistant Super Alloys 200-320 - - - -

(Note 1) Cutting conditions ag/Dc=70%.

(Note 2)
e [ e | wem
Slotting 100% < 20% 2.0-3.5
<50% > 8% 3.0-6.0
Shouldering
<25% >12% 6.0-8.5

(Note 3) It's possible to occur vibrations in certain cases. Please reduce depth of cut and / or reduce cutting conditions in following cases:
- When using long shank;
- When using long tool overhang with arbor type;
- When application has poor clamping rigidity or when using a low rigidity machine.

Chip-Breaker Application

Chip Breaker Application

HB
(Brinell)
Difficult Operations
4 SS - Ferritic/martensitic 200-330 ANHX 10... LM -
M 5 SS - Austenitic 200-330 ANHX 10... LM -
6 SS - Austetenitic-ferretic (Duplex) 230-260 ANHX 10... LM -
H 11 Heat Resistant Super Alloys 200-320 ANHX 10... LM -
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PLUS 17190 Milling Tool | Ferramenta | Herramienta

Ve (m/min) Feed fz (mm/t)

Toughness

PH7930 PH6930 PH7740 ANHX 10... LP ANHX 10... LM ANHX 10... LN

a0
120-200 90-150 90-140 = 0,08-0,20 = =
100-190 80-130 80-120 = 0,08-0,15 =
90-120 70-110 70-100 o 0,08-0,15 S

35-70 = 30-60 = 0,08-0,10 =
Plunging

0,10-0,20 0,10-0,14 Smax.=\V DC.a,-a,>

S max and DR corresponding cutting diameter Dc (mm)

1,0 5,6 6,2 7,0 7,9 8,9 9,9 11,1 12,6
2,0 7,7 8,7 9,8 11,0 12,5 14,0 15,7 17,8
3,0 9,3 10,5 11,9 13,4 15,2 17,1 19,1 21,7
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