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Order Dimensions (mm) O Specmcatlons
Reference @ ‘
e gbc @Dc2 @d Bdg L [xa) Ror ap(mm)

181014600 080B03045-06-19-U027050 6 98 27 52 50 1,350 A 9,0 SE...N/R 1504

181017000 100B03045-08-19-U032050 8 100 18 32 64 50 2,200 A 9,0 SE..NR1504 (O
181003100 125B03045-08-19-U040063 8 125 143 40 100 63 3,550 B 9,0 SE..N/R1504 O

@ stockitems / ltens de stock () Available under request / Disponibilidade sob consulta / Disponible bajo consulta

SE...N/R 1504.. inscris | Pastilhas | Plaquitas

--
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Dimensions
3 SS S (mm)
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CCode” ISO Ref. ~ =l ~ i S I R F
1110235 SEKN 1504 AFEN ® ® ® ® 6 6 ® 15875 4,76 123 1,0 24
1110238 SEKN 1504 AFTN ® ® ® ® 15,875 4,76 123 1,0 24
1110759 SEKR 1504 AFSN @® ® (©) ® 15875 4,76 123 1,0 24

@ First choice / 1* escolha / 1* opcion @ Stock items / ltens de stock O Available under request / Disponibilidade sob consulta / Disponible bajo consulta
Insert Order Code = (1) Geometry Code + (2) Grade Code
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Rec. Cutting Conditions

(Brmell) Ve (m/mln) Feed fz (mm/t)
<— Wear Resistance  Toughness —»

4 SS - Ferritic/martensitic 200-330 - 120-160 100-120 0,15-0,20 0,08-0,20
5 SS - Austenitic 200-330 = 100-150 80-110 0,15-0,20 0,08-0,20
6 SS - Austetenitic-ferretic (Duplex) 230-260 - 70-110 70-100 0,10-0,15 0,08-0,15

(Note 1) Cutting conditions ag/Dc=70%.
(Note 2) Cutting conditions should be ajusted according to the machine and work rigidity.

(Note 3) It’s possible to occur vibrations in certain cases. Please reduce depth of cut and / or reduce cutting conditions in following cases:
- When using long shank;
- When using long tool overhang with arbor type;
- When application has poor clamping rigidity or when using a low rigidity machine.

Chip-Breaker Application

Chip-Breaker Application
(Brlnell)

4 SS - Ferritic/martensitic 200-330 SEKN 15... AFEN
5 SS - Austenitic 200-330 SEKN 15... AFEN -
SS - Austetenitic-ferretic (Duplex) 230-260 SEKN 15... AFEN
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